
LEVEL 

9/16” 

[15mm] 

OPEN END WRENCH 

7/16” 

[11mm] 

SAF-T-FENCE
®
 

Panel & Post Installation Instruction 

TOOLS REQUIRED: 

HARDWARE PROVIDED:  

HARDWARE LIST 
 

(B)    1/4”-20 x 2-1/2” SQUARE NECK CARRIAGE BOLT 

(K)    1/4”-20 FLANGE NUT 

(P)     3/8” x 3-3/4” WEDGE ANCHOR 
P 

HAMMER DRILL WITH 

Ø 3/8” BIT 

[10 mm] 

MEASURING TAPE 
MALLET 

K B 
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SAFETY DISTANCE  “X” FROM THE 

HAZARD AREA IN ACCORDANCE WITH 

APPLICABLE STANDARD.  
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NOTE: 

IF STARTING FROM A WALL, 

REFER TO  INSTRUCTION 

SHEET FGI-201 FOR 

FURTHER DETAILS 
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INSIDE VIEW 
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120”H  PARTITION 
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END LINE 

CORNER 3 - WAY 

4 - WAY 

ALTERNATE PANEL CONFIGURATIONS 
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NOTE: 

SAF-T-FENCE WALL KIT 

REQUIRED FOR PANEL TO WALL 

INSTALLATION (SEE INSTRUCTION 

SHEET FGI-201 FOR FURTHER 

DETAILS) 
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NOTE: 

IF INSTALLING POST(S) ADJACENT TO 

DOOR, REFER TO DOOR ASSEMBLY 

INSTUCTIONS PRIOR TO INSTALL. 

7 

+
 -

 1
/
4
”
 
(
6

m
m

)
 V

E
R

T
IC

A
L

 A
D

J
U

S
T

M
E

N
T

 

www.FoldingGuard.com 

FGI-200 RevF 08/10/2015 ©2019 Folding Guard, A Member of Troax Group PAGE 3 of 3 

INSIDE VIEW 
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